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Technical Data Sheet 
Rust-Oleum Mirror Effect (Aerosol) 
(Available in Gold & Silver) 
 
 
Mirror Effect is a unique coating that is applied to the reverse side 
of glass or acrylic glass to create a reflective mirror like finish. It 
is great for glass vases, jars, framed glass, table tops, candle 
holders and more.  Apply to the reverse or opposite side of glass. 
Interior use only. 
 
Painting Conditions: Use outdoors or in a well ventilated area such as 
an open garage. Apply when temperature is between 10- 32ºC and 
humidity is below 85% to ensure proper drying. Do not apply to 
surfaces that, when heated, exceed 95°C or galvanized steel. Avoid 
spraying in very windy and dusty conditions. Cover surrounding area to 
protect from spray mist. 
 
Preparation: Remove water spots and other imperfections on 
substrate to achieve optimal results. Clean glass thoroughly with glass 
cleaner or soap and water, using a lint free cloth. Allow glass to dry 
completely before painting. Coating will not hide imperfections on 
substrate. 
 
Application: Shake can vigorously for one minute after the mixing ball 
begins to rattle. If mixing ball fails to rattle DO NOT STRIKE CAN. 
Make sure to apply paint to the reverse side of glass that will be 
displayed. Hold can upright 25-30cm from surface and spray in a 
steady back-and-forth motion, slightly overlapping each stroke. Apply 
using very thin coats, allowing the paint to dry for 1 minute between 
coats. Apply 2 - 5 coats to achieve the desired mirror effect. Paint will 
rapidly change in appearance and mirror effect will appear while 
coating dries. The painted side will appear dull with the reverse side 
showing the mirror finish. 
 



Tor Coatings Limited, Portobello Industrial Estate, Birtley, Chester-le-Street, Co. Durham, DH3 2RE, UK.  
For technical enquiries please tel: +44 (0) 191 411 3166 or e-mail: techsupport@tor-coatings.com. 
www.makeityours.co.uk 

	

Cleaning: Wipe off tip before storing. Clean-up wet paint with xylene or 
white spirits. Properly discard empty container. Do not burn or crush. 
 
Drying & Recoating: Dry and recoat times are based on 20ºC and 
50% relative humidity. Dries completely in 5-10 minutes. May be 
recoated at any time. For added protection, apply a thin coat of Rust-
Oleum Crystal Clear Matt to the painted side. 
 
Coverage: This can covers approximately 0.75m2 dependent upon 
surface profile / porosity. 
 
Limitations: Do not use near open flame. To ensure paint suitability 
test on a small inconspicuous area first. For application advice please 
visit our website. For further information contact the Technical Services 
Department. 
 
Shelf Life: 2 years (unopened) from date of manufacture. (See base of 
can). 
 
Disclaimer: The information contained herein is to the best of our 
knowledge true and accurate and is given in good faith but without 
warranty.  It is our recommendation that a trial area is first coated to 
ensure the product is satisfactory to individual requirements. 

 
 

 


